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OFFICE OF CAMPUS PLANNING & OPERATIONS 
September 28th 2022 
 

ARCHITECTURAL REVIEW BOARD MEETING NOTIFICATION 
 

Dear Chautauquan, 
 
The owners of 22 Vincent, Sharon Thawley, in the Neighborhood Traditional District, is coming 
before the Architectural Review Board with plans proposing an addition to the southwestern 
wall of their house, along with a partial replacement of the underlying foundation.  This 18” 
addition is cantilevered across the 10’-0” setback at the southwest side of their property. 
Therefore, this project requires an Architectural Review Board review for the following 
considerations required for this scope of work.  
 
Variances/Requests being considered: 

1) New construction within the 10’-0” southwestern side yard setback;                       
(ALU Regulations 4.4.6); 

 
You are receiving this notification because your property is approximately within 150’-0” of the 
proposed project site.  Plans for this project may be reviewed online using the following link:  
Architecture Review Board (ARB) News and Notes - Chautauqua Institution (chq.org) 
 
The Architectural Review Board will meet on November 3th 2022 at Turner Community Center, 
in the main conference room, at 12:00pm noon. Please submit any comments that you may 
have in writing for the Architectural Review Board’s consideration. E-mails are preferred and 
may be submitted to the administrator of architectural and land use regulations at arb@chq.org 
until 12:00 noon on November 2nd 2022. 
 
Thank you for your time,  
 
 
 
 
Ryan B. Boughton, Assoc. AIA 
Administrator of Architectural and Land Use Regulations 
rboughton@chq.org  | o: 716.357.6245 

mailto:ARB@chq.org
https://chq.org/discover-chautauqua/resources/property-owner-resources/architecture-review-board-arb-news-and-notes/
mailto:arb@ciweb.org
mailto:rboughton@chq.org
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GENERAL NOTES:

2.

3.

4.

5.

6.

7.

1.       CONTRACTOR IS RESPONSIBLE FOR COMPLYING WITH ALL NATIONAL AND LOCAL BUILDING CODES.

CONTRACTOR TO VERIFY ALL DIMENSIONS PRIOR TO COMMENCEMENT OF WORK. NOTIFY ARCHITECT OF ANY DISCREPENCIES.

CONTRACTOR TO VERIFY ALL SITE CONDITIONS.

EXTERIOR DIMENSIONS ARE TO WALL FACE OF FRAMING.

INTERIOR DIMENSIONS ARE TO WALL FACE OF FRAMING.

INSTALL TRIPLE STUDS (MINIMUM) UNDER GIRDERS OR DOUBLE JOISTS UNLESS OTHERWISE NOTED.

SMOKE ALARMS TO BE WIRED AND INTERCONNECTED WITH NO SWITCHES AND WITH BATTERY BACK-UP. SMOKE ALARMS ARE TO BE INSTALLED IN THE 
FOLLOWING LOCATIONS:

A. IN EACH SLEEPING ROOM.
B. OUTSIDE EACH SEPARATE SLEEPING AREA IN THE IMMEDIATE VICINITY OF THE SLEEPING ROOM.
C. ON EACH ADDITIONAL STORY OF THE DWELLING, INCLUDING BASEMENTS AND HABITABLE ATTICS, AND NOT INCLUDING CRAWLSPACES AND 
UNINHABITABLE ATTICS. IN DWELLINGS OR DWELLING UNITS WITH SPLIT LEVELS AND WITHOUT AN INTERVENING DOOR BETWEEN THE ADJACENT LEVELS, A 
SMOKE ALARM INSTALLED ON THE UPPER LEVEL SHALL SUFFICE FOR THE ADJACENT LOWER LEVEL, PROVIDED THAT THE LOWER LEVEL IS LESS THAN ONE 
FULL STORY BELOW THE UPPER LEVEL.

D. SMOKE ALARMS SHALL BE INSTALLED NOT LESS THAN 3 FT. HORIZONTALLY FROM THE OPENING OF A BATHROOM THAT CONTAINS A BATHTUB OR A 
SHOWER, UNLESS THIS WOULD PREVENT PLACEMENT OF A SMOKE ALARM REQUIRED BY SECTION R314.3 OF THE INTERNATIONAL BUILDING CODE.
E. SEE SECTION R314.3 OF THE BUILDING CODE FOR ADDITIONAL INFORMATION. THE MOST STRINGENT RULE SHALL APPLY.
F. CARBON MONOXIDE ALARMS SHALL BE INSTALLED OUTSIDE EACH SEPARATE SLEEPING AREA IN THE IMMEDIATE VICINITY OF THE BEDROOMS. 
WHERE A FUEL-BURNING APPLIANCE IS LOCATED WITHIN A BEDROOM OR ITS ATTACHED BATHROOM, A CARBON MONOXIDE ALARM SHALL BE INSTALLED 
IN THE BEDROOM. (CARBON MONOXIDE AND SMOKE ALARMS SHALL BE PERMITTED.)
G. HEAT DETECTOR TO BE INSTALLED IN LAUNDRY ROOMS.
H. IT IS THE RESPONSIBILITY OF THE GENERAL CONTRATOR TO NOTIFY ALL SUB-CONTRACTORS, SUPPLIERS, AND MANUFACTURERS OF ANY AND ALL 
CHANGES IN THE CONTRACT DOCUMENTS AFTER ACCEPTANCE OF CONTRACT DOCUMENTS OR PARTIAL SET OF CONTRACT DOCUMENTS USED IN THE 
BIDDING AND/OR CONSTRUCTION PROCESS.

2.

3.

4.

5.

1.       DESIGN IS BASED ON A SOIL BEARING CAPACITY OF 2,500 PSI. WHERE QUESTIONABLE SOILS ARE ENCOUNTERED, BUILDING OWNER SHALL OBTAIN 
SOIL TESTING BY A GEOTECHNICAL ENGINEER. A SOIL BEARING CAPACITY OF LESS THAN 2,500 PSI SHALL BE REPORTED TO THE ARCHITECT FOR 
ADDITIONAL DESIGN CONSIDERATIONS. OWNER MAY BE REQUIRED TO ENGAGE THE SERVICES OF A GEOTECHNICAL AND/OR STRUCTURAL ENGINEER.

PLACE ALL FOOTINGS ON LEVEL UNDISTURBED FROST FREE SOIL.

INSTALL #5 REBAR AT BOTTOM OF FOOTINGS UP 3" FROM SOIL. LAP REBAR 18" AT SPLICES.

ALL REBAR TO BE A-615 GRADE 60. STEEL BEAMS TO BE 50 K.S.I.

4'-0" MINIMUM FROM FINISHED GRADE TO BOTTOM OF FOOTINGS.
ALL SLABS AND CONCRETE STEPS TO BE MINIMUM 3,500 PSI CONCRETE.
ALL FOOTINGS, PIERS, AND WALLS TO BE MINIMUM 3,500 PSI CONCRETE.
CONCRETE IN LOCATIONS EXPOSED TO WEATHER OR SUBJECT TO FREEZING AND THAWING DURING CONSTRUCTION SHALL BE AIR ENTRAINED. TOTAL 
AIR CONTENT (PERCENT BY VOLUME OF CONCRETE) SHALL BE NOT LESS THAN 5 PERCENT OR MORE THAN 7 PERCENT. FOR GARAGE FLOORS 
WITH A STEEL-TROWELED FINISH, REDUCTION OF THE TOTAL AIR CONTENT (PERCENT BY VOLUME OF CONCRETE) TO NOT LESS THAN 3 PERCENT IS 
PERMITTED IF THE SPECIFIED COMPRESSIVE STRENGTH OF THE CONCRETE IS INCREASED TO NOT LESS THAN 4,000 PSI.
SEE SECTION R402.2 OF THE N.Y. STATE BUILDING CODE FOR MAXIMUM CEMENTITIOUS MATERIALS CONTENT.

6. COMPACTION OF BACKFILL AND GRAVEL AT 95%. LIFTS NOT TO EXCEED 8".

                  7.      INSTALL 1/2" PREMOULDED BITUMINUM EXPANSION JOINT FILLER AT ALL NEW SLABS OR CONCRETE PADS THAT ABUTT WALLS.

   8. CONCRETE PROTECTION FOR REBAR TO BE A MINIMUM OF 3" FOR FOOTINGS, 1-1/2" FOR WALLS, AND 2" FOR PIERS.

9. G.C. TO CHECK AND VERIFY ALL DIMENSIONS AND ELEVATIONS PRIOR TO CONSTRUCTION.

10. DO NOT BACKFILL UNTIL FIRST FLOOR IS FRAMED AND CONCRETE FLOOR HAS BEEN SET FOR 28 DAYS.

11. CONTRACTOR MUST VERIFY COMPLIANCE WITH ALL LOCAL BUILDING CODES.

FOUNDATION NOTES:

THE BUILDING THERMAL ENVELOPE SHALL BE CONSTRUCTED TO LIMIT AIR LEAKAGE IN ACCORDANCE WITH THE REQUIREMENTS OF 
SECTIONS R402.4 THROUGH R402.5 OF THE RESIDENTIAL BUILDING CODE OF NY STATE. 

AIR LEAKAGE:

THE BUILDING OR DWELLING UNIT SHALL BE TESTED AND VERIFIED AS HAVING AN AIR LEAKAGE RATE NOT EXCEEDING 3 AIR CHANGES 
PER HOUR (CLIMATE ZONE 5). TESTING SHALL BE CONDUCTED WITH A BLOWER DOOR AT A PRESSURE OF 0.2 INCHES W.G. (50 
PASCALS). WHERE REQUIRED BY THE CODE OFFICAL, TESTING SHALL BE CONDUCTED BY AN APPROVED THIRD PARTY. A WRITTEN 
REPORT OF THE RESULTS OF THE TEST SHALL BE SIIGNED BY THE PARTY CONDUCTING THE TEST AND PROVIDED TO THE CODE 
OFFICIAL. TESTING SHALL BE PERFORMED AT ANY TIME AFTER CREATION OF ALL PENETRATIONS OF THE BUILDING THERMAL ENVELOPE. 
REFER TO SECTION N1102.4.1.2 OF THE NY STATE RESIDENTIAL CODE.

CONTRACTOR SHALL REFER TO SECTION N1103 OF THE NY STATE RESIDENTIAL BUILDING 
CODE FOR THE FOLLOWING REQUIREMENTS:
PROGRAMMABLE THERMOSTAT 1103.1.1
DUCT INSULATION 1103.2.1
DUCT SEALING 1103.2.2
EQUIPMENT SIZING 1103.6
SWIMMING  POOLS 1103.8

SYSTEMS:

CONTRACTOR SHALL REFER TO SECTION N1102 OF THE NY STATE 
RESIDENTIAL BUILDING CODE FOR THE FOLLOWING 
REQUIREMENTS:
CEILING REDUCTION 1102.2.1
UNVENTED ATTICS 1102.2.1.1
VAPOR RETARDERS 1102.5

BUILDING ENVELOPE REQUIREMENTS: 

LINTEL/HEADER SCHEDULE:
THE FOLLOWING SCHEDULE PERTAINS TO OPENINGS IN STUD WALLS AND PARTITIONS IN 
LOAD BEARING WALLS UNLESS OTHERWISE NOTED. USE DOULBE STUDS AT EACH JAMB. 

FOR OPENINGS UP TO 3'-0" WIDE   = (2) 2X6
FOR OPENINGS 3'-1" TO 4'-11" WIDE = (2) 2X8
FOR OPENINGS 5'-0" TO 6'-11" WIDE = (2) 2X10
FOR OPENINGS 7'-0" TO 9'-0" WIDE = (3) 2X10

TESTING:
THE BUILDING OR DWELLING UNIT SHALL BE TESTED AND VERIFIED AS HAVING AN AIR LEAKAGE RATE NOT TO EXCEED 3 AIR CHANGES 
PER HOUSE (CLIMATE ZONE 5). TESTING SHALL BE CONDUCTED WITH A BLOWER DOOR AT A PRESSURE OF 0.2 INCHES W.G. (50 PASCALS). 
WHERE REQUIRED BY THE CODE OFFICIAL, TESTING SHALL BE CONDUCTED BY AN APPROVED THIRD PARTY. A WRITTEN REPORT OF THE 
RESULTS SHALL BE SIGNED BY THE PARTY CONDUCTING THE TEST AND PROVIDE A COPY TO THE CODE OFFICIAL. 

REFER TO SECTION R1004 OF THE NY STATE RESIDENTIAL BUILDING CODE.

R1004.1 GENERAL

FACTORY-BUILT FIREPLACES SHALL BE LISTED AND LABELED AND SHALL BE INSTALLED IN ACCORDANCE WITH THE 
CONDITIONS OF THE LISTING.
FACTORY-BUILT FIREPLACES SHALL BE TESTED IN ACCORDANCE WITH UL 127.

R1004.2 HEARTH EXTENSIONS

HEARTH EXTENSIONS OF APPROVED FACTORY-BUILT FIREPLACES SHALL BE INSTALLED IN ACCORDANCE WITH THE 
LISTING OF THE FIREPLACE. THE HEARTH EXTENSION SHALL BE READILY DISTINGUISHABLE FROM THE SURROUNDING 
FLOOR AREA. LISTED AND LABELED HEARTH EXTENSIONS SHALL COMPLY WITH UL 1618.

R1004.3 DECORATIVE SHROUDS

DECORATIVE SHROUDS SHALL NOT BE INSTALLED AT THE TERMINATION OF CHIMNEYS FOR FACTORY-BUILT FIREPLACES 
EXCEPT WHERE THE SHROUDS ARE LISTED AND LABELED FOR USE WITH THE SPECIFIC FACTORY-BUILT FIREPLACE SYSTEM 
AND INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS.

R1004.4 UNVENTED GAS LOG HEATERS

AN UNVENTED GAS LOG HEATER SHALL NOT BE INSTALLED IN A FACTORY-BUILT FIREPLACE UNLESS THE FIREPLACE 
SYSTEM HAS BEEN SPECIFICALLY TESTED, LISTED AND LABELED FOR SUCH USE IN ACCORDANCE WITH UL 127.

R1004.5 GASKETED FIREPLACE DOORS

A GASKETED FIREPLACE DOOR SHALL NOT BE INSTALLED ON A FACTORY-BUILT FIREPLACE EXCEPT WHERE THE 
FIREPLACE SYSTEM HAS BEEN SPECIFICALLY TESTED, LISTED AND LABELED FOR SUCH USE IN ACCORDANCE WITH UL 127.

FACTORY BUILT FIRE PLACES:

FACTORY BUILT CHIMNEYS:
REFER TO SECTION R1005 OF THE NY STATE RESIDENTIAL BUILDING CODE

R1005.1 LISTING

FACTORY-BUILT CHIMNEYS SHALL BE LISTED AND LABELED AND SHALL BE INSTALLED AND TERMINATED IN 
ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS.

R1005.2 DECORATIVE SHROUDS

DECORATIVE SHROUDS SHALL NOT BE INSTALLED AT THE TERMINATION OF FACTORY-BUILT CHIMNEYS EXCEPT WHERE 
THE SHROUDS ARE LISTED AND LABELED FOR USE WITH THE SPECIFIC FACTORY-BUILT CHIMNEY SYSTEM
AND INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS.

R1005.3 SOLID-FUEL APPLIANCES

FACTORY-BUILT CHIMNEYS INSTALLED IN DWELLING UNITS WITH
SOLID-FUEL-BURNING APPLIANCES SHALL COMPLY WITH THE TYPE HT REQUIREMENTS OF UL 103 AND SHALL BE MARKED 
"TYPE HT AND RESIDENTIAL TYPE AND BUILDING HEATING APPLIANCE CHIMNEY."
EXCEPTION: CHIMNEYS FOR USE WITH OPEN COMBUSTION CHAMBER FIREPLACES SHALL COMPLY WITH THE 
REQUIREMENTS OF UL 103 AND SHALL BE MARKED "RESIDENTIAL TYPE AND BUILDING HEATING
APPLIANCE CHIMNEY." CHIMNEYS FOR USE WITH OPEN COMBUSTION CHAMBER APPLIANCES INSTALLED IN BUILDINGS 
OTHER THAN DWELLING UNITS SHALL COMPLY WITH THE REQUIREMENTS OF UL 103 AND SHALL BE MARKED "BUILDING 
HEATING APPLIANCE CHIMNEY" OR "RESIDENTIAL TYPE AND BUILDING HEATING APPLIANCE CHIMNEY."

R1005.4 FACTORY-BUILT FIREPLACES

CHIMNEYS FOR USE WITH FACTORY-BUILT FIREPLACES SHALL COMPLY WITH
THE REQUIREMENTS OF UL 127.

R1005.5 SUPPORT

WHERE FACTORY-BUILT CHIMNEYS ARE SUPPORTED BY STRUCTURAL MEMBERS, SUCH AS JOISTS AND RAFTERS, THOSE 
MEMBERS SHALL BE DESIGNED TO SUPPORT THE ADDITIONAL LOAD.

R1005.6 MEDIUM-HEAT APPLIANCES

FACTORY-BUILT CHIMNEYS FOR MEDIUM-HEAT APPLIANCES PRODUCING
FLUE GASES HAVING A TEMPERATURE ABOVE 1,000°F (538°C), MEASURED
AT THE ENTRANCE TO THE CHIMNEY, SHALL COMPLY WITH UL 959.

R1005.7 FACTORY-BUILT CHIMNEY OFFSETS

WHERE A FACTORY-BUILT CHIMNEY ASSEMBLY INCORPORATES OFFSETS, NO PART OF THE CHIMNEY SHALL BE AT AN 
ANGLE OF MORE THAN 30
DEGREES (0.52 RAD) FROM VERTICAL AT ANY POINT IN THE ASSEMBLY AND THE CHIMNEY ASSEMBLY SHALL NOT 
INCLUDE MORE THAN FOUR ELBOWS.

EXTERIOR AIR SUPPLY:
REFER TO SECTION R1006 OF THE NY STATE RESIDENTIAL BUILDING CODE.

R1006.1 EXTERIOR AIR

FACTORY-BUILT OR MASONRY FIREPLACES COVERED IN THIS CHAPTER SHALL BE EQUIPPED WITH AN EXTERIOR AIR 
SUPPLY TO ENSURE PROPER FUEL COMBUSTION UNLESS THE ROOM IS MECHANICALLY VENTILATED AND CONTROLLED 
SO THAT THE INDOOR PRESSURE IS NEUTRAL OR POSITIVE.

R1006.1.1 FACTORY-BUILT FIREPLACES

EXTERIOR COMBUSTION AIR DUCTS FOR FACTORY-BUILT FIREPLACES SHALL BE A LISTED COMPONENT OF THE FIREPLACE 
AND SHALL BE INSTALLED IN ACCORDANCE WITH THE FIREPLACE MANUFACTURER'S INSTRUCTIONS.

R1006.1.2 MASONRY FIREPLACES

LISTED COMBUSTION AIR DUCTS FOR MASONRY FIREPLACES SHALL BE INSTALLED IN ACCORDANCE WITH THE TERMS OF 
THEIR LISTING AND THE MANUFACTURER'S INSTRUCTIONS.

R1006.2 EXTERIOR AIR INTAKE

THE EXTERIOR AIR INTAKE SHALL BE CAPABLE OF SUPPLYING ALL COMBUSTION AIR FROM THE EXTERIOR OF THE 
DWELLING OR FROM SPACES WITHIN THE DWELLING VENTILATED WITH OUTDOOR AIR SUCH AS NONMECHANICALLY 
VENTILATED CRAWL OR ATTIC SPACES. THE EXTERIOR AIR INTAKE SHALL NOT BE LOCATED WITHIN THE GARAGE OR 
BASEMENT OF THE DWELLING. THE EXTERIOR AIR INTAKE, FOR OTHER THAN LISTED FACTORY-BUILT FIREPLACES, SHALL 
NOT BE LOCATED AT AN ELEVATION HIGHER THAN THE FIREBOX. THE EXTERIOR AIR INTAKE SHALL BE COVERED WITH A 
CORROSION-RESISTANT SCREEN OF 1/4-INCH (6.4 MM) MESH.

R1006.3 CLEARANCE

UNLISTED COMBUSTION AIR DUCTS SHALL BE INSTALLED WITH A MINIMUM 1-INCH (25 MM) CLEARANCE TO 
COMBUSTIBLES FOR ALL PARTS OF THE DUCT WITHIN 5 FEET (1524 MM) OF THE DUCT OUTLET.

R1006.4 PASSAGEWAY

THE COMBUSTION AIR PASSAGEWAY SHALL BE NOT LESS THAN 6 SQUARE INCHES (3870 MM2) AND NOT MORE THAN 55 
SQUARE INCHES (0.035 M2), EXCEPT THAT COMBUSTION AIR SYSTEMS FOR LISTED FIREPLACES SHALL BE CONSTRUCTED 
IN ACCORDANCE WITH THE FIREPLACE MANUFACTURER'S INSTRUCTIONS.

R1006.5 OUTLET THE EXTERIOR AIR OUTLET SHALL BE LOCATED IN THE BACK OR SIDE OF THE FIREBOX CHAMBER OR 
SHALL BE LOCATED OUTSIDE OF THE FIREBOX, AT THE LEVEL OF THE HEARTH AND NOT GREATER THAN 24 INCHES (610 
MM) FROM THE FIREBOX OPENING. THE OUTLET SHALL BE CLOSABLE AND DESIGNED TO PREVENT BURNING MATERIAL 
FROM DROPPING INTO CONCEALED COMBUSTIBLE SPACES.

MULTIPLE-APPLIANCE VENTING SYSTEMS:
WO OR MORE LISTED AND LABELED APPLIANCES CONNECTED TO A COMMON NATURAL DRAFT VENTING SYSTEM 
SHALL COMPLY WITH THE FOLLOWING REQUIREMENTS:

1. APPLIANCES THAT ARE CONNECTED TO COMMON VENTING SYSTEMS SHALL BE LOCATED ON THE SAME FLOOR OF 
THE DWELLING. EXCEPTION: ENGINEERED SYSTEMS AS PROVIDED FOR IN SECTION G2427.

2. INLETS TO COMMON VENTING SYSTEMS SHALL BE OFFSET SUCH THAT NO PORTION OF AN INLET IS OPPOSITE 
ANOTHER INLET.

3. CONNECTORS SERVING APPLIANCES OPERATING UNDER A NATURAL DRAFT SHALL NOT BE CONNECTED TO ANY 
PORTION OF A MECHANICAL DRAFT SYSTEM OPERATING UNDER POSITIVE PRESSURE.

MULTIPLE SOLID FUEL PROHIBITED:
REFER TO SECTION M1801.12 OF THE NY STATE RESIDENTIAL BUILDING CODE

A SOLID FUEL-BURNING APPLIANCE OR FIREPLACE SHALL NOT CONNECT TO A CHIMNEY PASSAGEWAY VENTING 
ANOTHER APPLIANCE.

FIRE BLOCKING:
REFER TO SECTION R302.11 OF THE NY STATE RESIDENTIAL BUILDING CODE.

R302.11 FIREBLOCKING

IN COMBUSTIBLE CONSTRUCTION, FIREBLOCKING SHALL BE PROVIDED TO CUT OFF BOTH VERTICAL AND HORIZONTAL 
CONCEALED DRAFT OPENINGS AND TO FORM AN EFFECTIVE FIRE BARRIER BETWEEN STORIES, AND BETWEEN A TOP 
STORY AND THE ROOF SPACE.

FIREBLOCKING SHALL BE PROVIDED IN WOOD-FRAMED CONSTRUCTION IN THE FOLLOWING LOCATIONS:

1. IN CONCEALED SPACES OF STUD WALLS AND PARTITIONS, INCLUDING FURRED SPACES AND PARALLEL ROWS OF      
        STUDS OR STAGGERED STUDS, AS FOLLOWS:

1.1   VERTICALLY AT THE CEILING AND FLOOR LEVELS.

1.2   HORIZONTALLY AT INTERVALS NOT EXCEEDING 10 FEET (3048 MM).

2. AT INTERCONNECTIONS BETWEEN CONCEALED VERTICAL AND HORIZONTAL SPACES SUCH AS OCCUR AT SOFFITS, 
        DROP CEILINGS AND COVE CEILINGS.

3. IN CONCEALED SPACES BETWEEN STAIR STRINGERS AT THE TOP AND BOTTOM OF THE RUN. ENCLOSED SPACES 
UNDER STAIRS SHALL COMPLY WITH SECTION R302.7.

4.    AT OPENINGS AROUND VENTS, PIPES, DUCTS, CABLES AND WIRES AT CEILING AND FLOOR LEVEL, WITH AN  
APPROVED MATERIAL TO RESIST THE FREE PASSAGE OF FLAME AND PRODUCTS OF COMBUSTION. THE MATERIAL 
FILLING THIS ANNULAR SPACE SHALL NOT BE REQUIRED TO MEET THE ASTM E 136 REQUIREMENTS. 

5.    FOR THE FIREBLOCKING OF CHIMNEYS AND FIREPLACES, SEE SECTION R1003.19.

6.    FIREBLOCKING OR CORNICES OF A TWO-FAMILY DWELLING IS REQUIRED AT THE LINE OF DWELLING UNIT      
SEPRARTION.  

FIRE BLOCKING MATERIALS:
REFER TO SECTION R302.11.1 OF THE NY STATE RESIDENTIAL BUILDING CODE.

EXCEPT AS PROVIDED IN SECTION R302.11, ITEM 4, FIREBLOCKING SHALL CONSIST OF THE FOLLOWING MATERIALS. 

1.  TWO-INCH NOMINAL LUMBER.

2.  TWO THICKNESS OF 1-INCH NOMINAL LUMBER WITH BROKEN LAP JOINTS. 

3.  ONE THICKNESS OF 23/32-INCH WOOD STRUCTURAL PANELS WITH JOINTS BACKED BY 23/32" WOOD STRUCTURAL     
     PANELS.  

4.   ONE THICKNESS OF 3/4" PARTICLE BOARD WITH JOINTS BACKED BY SAME. 

5.   (1) HALF-INCH GYPSUM BOARD. 

6.   ONE-QUARTER INCH CEMENT BASED MILLBOARD. 

7.   BATTS OR BLANKETS OR MINERAL WOOL OR GLASS FIBER OR OTHER APPROVED MATERIALS INSTALLED IN SUCH A     
      MANNER AS TO BE SECURELY RETAINED IN PLACE. 

8.   CELLULOSE INSULATION INSTALLED AS TESTED IN ACCORDANCE WITH ASTM E119 OR UL 263 FOR THE SPECIFIC 
      APPLICATION. 

R302.11.1.1 BATTS OR BLANKETS OF MINERAL OR GLASS FIBER

BATTS OR BLANKETS OF MINERAL OR GLASS FIBER OR OTHER APPROVED NONRIGID MATERIALS SHALL BE PERMITTED 
FOR COMPLIANCE WITH THE 10-FOOT (3048 MM) HORIZONTAL FIREBLOCKING IN WALLS CONSTRUCTED USING 
PARALLEL ROWS OF STUDS OR STAGGERED STUDS.

R302.11.1.2 UNFACED FIBERGLASS

UNFACED FIBERGLASS BATT INSULATION USED AS FIREBLOCKING SHALL FILL THE ENTIRE CROSS SECTION OF THE WALL 
CAVITY TO A HEIGHT OF NOT LESS THAN 16 INCHES (406 MM) MEASURED VERTICALLY. WHERE PIPING, CONDUIT OR 
SIMILAR OBSTRUCTIONS ARE ENCOUNTERED, THE INSULATION SHALL BE PACKED TIGHTLY AROUND THE OBSTRUCTION.

R302.11.1.3 LOOSE-FILL INSULATION MATERIAL

LOOSE-FILL INSULATION MATERIAL SHALL NOT BE USED AS A FIREBLOCK UNLESS SPECIFICALLY TESTED IN THE FORM AND 
MANNER INTENDED FOR USE TO DEMONSTRATE ITS ABILITY TO REMAIN IN PLACE AND TO RETARD THE SPREAD OF FIRE 
AND HOT GASES.

R302.11.2 FIREBLOCKING INTEGRITY THE INTEGRITY OF FIREBLOCKS SHALL BE MAINTAINED.

INDIVIDUAL WATER SUPPLY AND SEWAGE DISPOSAL:
REFER TO SECTION P2602 OF THE NY STATE RESIDENTIAL BUILDING CODE

P2602.1 GENERAL

THE WATER-DISTRIBUTION AND DRAINAGE SYSTEM OF ANY BUILDING OR PREMISES WHERE PLUMBING FIXTURES ARE 
INSTALLED SHALL BE CONNECTED TO A PUBLIC WATER SUPPLY OR SEWER SYSTEM, RESPECTIVELY, IF AVAILABLE. WHERE 
EITHER A PUBLIC WATER-SUPPLY OR SEWER SYSTEM, OR BOTH, ARE NOT AVAILABLE, OR CONNECTION TO THEM IS NOT 
FEASIBLE, AN INDIVIDUAL WATER SUPPLY OR INDIVIDUAL (PRIVATE) SEWAGE-DISPOSAL SYSTEM, OR BOTH, SHALL BE 
PROVIDED.

P2602.1.1 INDIVIDUAL WATER SUPPLIES PRIVATE WELLS) SHALL BE INSTALLED BY A WELL DRILLER REGISTERED WITH THE 
DEPARTMENT OF ENVIRONMENTAL CONSERVATION AND BE IN COMPLIANCE WITH THE PROVISIONS OF APPENDIX 5-B 
OF THE NEW YORK STATE DEPARTMENT OF HEALTH REGULATIONS (10NYCRR APPENDIX 5-B.)

P2602.1.2 INDIVIDUAL SEWAGE TREATMENT SYSTEM INDIVIDUAL SEWAGE TREATMENT SYSTEMS SHALL BE CONSTRUCTED 
IN CONFORMANCE WITH THE PROVISIONS OF APPENDIX 75-A OF THE NEW YORK DEPARTMENT OF HEALTH SANITARY 
CODE. 

ALL WINDOWS AND DOORS TO BE INSTALLED WITH METAL HEAD
FLASHING THAT EXTENDS OUT PAST THE WINDOW FRAME. ALL
OTHER INSTALLATION AND FLASHING DETAILS TO BE PER
MANUFACTURE RECOMMENDATIONS. 
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